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System

Click [image: 83-003] to get into the administration page. Click [image: 83-007] to go back to the live video page.
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I. System Information

a. Server Information: Set up the camera name, select language, and set up the camera time.

1. Server Name: This is the Camera name. This name will be shown on the IP Installer.


2. Select language: English, Traditional Chinese, and Simplified Chinese can be selected. When it changes, it will show the following dialogue box to confirm the language changing.

[image: confirm]






b. OSD Setting: Select a position where the date & time stamp / text are shown on the screen.

[image: 17_81AD]

Moreover, click Text Edit for changing the OSD content, including text size and alpha. Finally, click the Upgrade button to keep the settings. 
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c. Server time setting: Select between the options NTP, Synchronize with PC’s time, Manual, The date and time remain the same for setting the time.
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II. User Management

The IP Camera supports three different users: administrator, general, and anonymous user.
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a. Anonymous User Login:

Select Yes for allowing everybody to watch live video without username and password. However, if you try to enter the configuration page the camera will ask you to key-in the username and password.

Select No for requiring a username and login to access the camera.

b. Universal Password:

Select Yes for allowing login to this IP Cam by universal password. Please refer to Universal Password chapter for more explanations. Select No for disabling universal password.

c. Add user

Type the user name and password, then click Add/Set. The guest user can only browse live video page and is not allowed to enter the configuration page.

d. Click “edit” or “delete” in the user list to modify them. The system will ask you to key-in the password in the pop-up window before you edit the user information.
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III. System update

[image: ]

a. To update the firmware online, click Browse… to select the firmware. Then click Upgrade to proceed.

b. Reboot system: re-start the IP camera

c. Factory default: delete all the settings of this IP camera.

d. Setting Management: The user can download the current settings to PC, or upgrade from previous saved settings. 


1. Settings download:

Right-click the mouse button on Setting Download  Select Save AS… to save current IP Camera settings in PC  Select saving directory  Save


2. Upgrade from previous settings

Browse  search previous settings  open  upgrade  Settings update confirm  click index.html. for returning to the main page.
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c. Factory default : delete all the settings in this IP camera.. °
5. o0 i PR P P PN =

ED- s [#EEBRO- \ N DO A A G @ d) 9 L A zaal
El6 #11 16631 EXEE Ox





image1.png
& - € [ gradcolorcom

wox| |

gvad Gofar ez

Gradient Generator

Enpir- L AES = FEAEST

E=rasy (B2

W Tweet

., SRADIENT
GENERATOR

Gradcolor generates in 10 seconds gradients colors images or css3 gradient code for website use by example.

Step 1 : Choose a size for the picture, the mode, and the two (or three,four) colors of the gradient you want make.
Step 2 : Generate it and see the resuit (the picture and the html and css code).

Close

Here is the result :

) SEE GRADIENT IMAGE ON FULL SCREEN

1) Save the generated picture : Save as : mHwj4Lpng to your desktop
2) Copy and paste the html code into a new document and save as example.html into your desktop.

<neml>
<nead>
<style type=ttext/css">

boay { background-image:url (mdw34l.png) ;background-repe: : 2|
</style>

</nead>
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